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Department of Public Works 
7 Court Street, Room 210 

Belmont, New York 14813 
Phone: (585) 268-9230  

 

 
 
 
 

NOTICE TO BIDDERS 
 
 

The Allegany County Department of Public Works will receive sealed bids until 11:00 a.m. May 
30, 2019.  At that time bids will be opened in Room 210, County Office Building, Belmont, New 
York on the following items: 
 

BOARD OF ELECTIONS RENOVATIONS 
 Work shall include but not be limited to, furnishing and installing concrete 

sidewalk, exterior metal doors, interior wooden doors, new walls, new roof to 
include new trusses and sheathing, miscellaneous electrical and various other 
building type renovation work. 

 
A pre-bid meeting will be held on-site on May 23rd at 9:00am for all interested bidders. 
 

Specifications for the above listed work may be obtained on the Internet:  Allegany 
County Website at www.alleganyco.com; click on Government then Public Works 
Department.  They are also available at the Office of the Superintendent of Public Works, Room 
210, County Office Building, Belmont, New York. 
 
The Allegany County Department of Public Works reserves the right to reject any or all bids and 
to accept the bid it determines to be in the best interest of Allegany County. 
 
 
 
 
 
 
 
 
 
 
 
Justin D. Henry, Superintendent 
Allegany County  
Department of Public Works 
 

 

http://www.alleganyco.com/
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GENERAL TERMS AND CONDITIONS: 

 

1. Objective: 

This document is published in order to obtain competitive prices for Renovations to the 

Board of Elections Building located at 12 Willets Avenue (rear), Belmont, New York. 

 

2. Acquisition of Bid Documents: 

a. Bid documents are available for download at www.alleganyco.com; click on 

Government then Public Works Department.  They are also available at the Office 

of the Superintendent of Public Works, 7 Court Street, Room 210, Belmont, New 

York  14813.  The office is open Monday – Friday, 8:00 a.m. to 4:00 p.m.  

Telephone number is (585) 268-9230. 

 

b. Each contractor bears sole responsibility for acquisition of bid documents.  

Requests for bid documents to be forwarded is neither a guarantee nor an 

incurred obligation on the part of Allegany County to ensure contractors requested 

receipt of bid documents; timely or otherwise. 

 

c. Receipt of these documents, unsolicited or otherwise, shall not be construed a 

predetermination of a contractor’s qualifications to receive a contract reward.  Nor 

shall said receipt of these documents be interpreted as an endorsement that the 

contractor’s equipment, materials, products, and/or services are in compliance 

with the bid specifications. 

 

3. Examination, Interpretation, Correction of Bid Documents: 

Each contractor shall examine all bid documents (specifications and drawings) and judge 

all matters relating to the adequacy of such documents.  Any inquiries, suggestions or 

requests concerning interpretation, clarification or additional information pertaining to this 

bid solicitation shall be in writing and submitted to the Public Works Department.  The 

County shall not be responsible for oral interpretations given by any County employee, 

representative or others.  The issuance of written addendum/addenda is the only official 

method whereby clarification or additional information can be given. 

 

4. Preparation of Bid Documents: 

Bids must be submitted on the forms provided in these bid documents and prepared in 

the following manner: 

a. All forms shall be clearly legibly completed using a permanent medium (i.e. ink, 

typewriter, laser printer, etc.)  Illegible entries may be rejected. 

i. If submittal of unit price(s) is a requirement, said unit price(s) shall prevail. 

ii. All mathematical functions (extensions, additions, etc.) are subject to audit. 

iii. Each price bid shall be expressed as a numerical dollar value, indicators 

such as ditto marks, arrows, etc. are not acceptable. 

http://www.alleganyco.com/
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b. All forms requiring a contractor’s signature shall be signed by the contractor or the 

contractor’s authorized representative.  Erasures and/or alterations shall be 

initialed by the representative whose signature appears on the bid forms. 

 

c. The contractor shall submit the bid in accordance with the bid documents and shall 

not make any changes in the wording of the bid forms or make any stipulations or 

qualify the bid in any manner. 

 

d. Prices shall be furnished and installed items in a complete and finished manner. 

Price quoted shall include all delivery charges. 

 

e. All bids shall be firm for a period of forty-five (45) days from the bid opening date; 

during which time the County shall render its decision.  

 

5. Contract Term: 

Contractor will have 45 days to complete the work.  The timeframe will commence 

beginning on the date of Notice to Proceed (anticipated start date July 8th, 2019) issued 

by Allegany County. 

 

6. Quantities: 

a. Quantities are not guaranteed.  A minimum and/or maximum quantity shall not be 

established.  Final quantity shall be “as required” by Allegany County. 

 

b. Allegany County reserves the right to accept or reject pricing on each Item based 

on the needs and funds available. 

 

c. If this bid specifies “estimated quantities”, said quantities are specified for bid 

purpose only.  These quantities are not intended, nor should they be construed to 

reflect the actual purchase requirements of Allegany County. 

 

7. Non-Collusive Bidding Clause and Certificate: 

The contractor shall submit a signed and dated Non-Collusive bidding certificate with its 

bid which is included in this bid document.  Said certificate is mandated by Section 103-d 

of the General Municipal Law. 

 

8. Hold Harmless Clause and Form: 

The contractor shall submit a signed and dated Hold Harmless Clause form with its bid, 

which is included in this bid document. 
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9. Iranian Energy Sector Divestment Certification: 

Contractor hereby represents that said contractor is in compliance with New York State 

General Municipal Law, Section 103-g entitled “Iranian Energy Sector Divestment”.  By 

submission of this bid, each contractor and each person signing on behalf of any 

contractor certifies and in case of a joint bid, each party hereto certifies as to its own 

organization, under penalty of perjury, that the best knowledge and belief, that each 

contractor is not on the list created pursuant to NYS Finance Law Section 165-A (3) (b). 

 

The contractor shall submit a signed, notarized and dated Iranian Energy Sector 

Divestment Certification, included in this document, with its bid. 

 

Said certificate is mandated by Section 103-g of the General Municipal Law.  Reference 

the Iranian Energy Sector Divestment Certificate form included in this document. 

 

10.  Required Insurance(s): 

a. This bid document includes an information sheet entitled:  ALLEGANY COUNTY 

STANDARD INSURANCE REQUIREMENTS.  These requirements establish the 

minimum insurance(s) which the contractor shall have in effect prior to entering 

into a contract to do business with Allegany County.  Said insurance(s) are 

required to remain in effect throughout the term of the contract(s).  In the event 

that the contractor’s insurance lapses during the term of the contract(s), the 

County reserves, as its right, the right to cancel the contractor’s contract(s), and to 

purchase the contracted product(s)/service(s) on the open market; with any 

increase in cost(s) to Allegany County charged to the awardee.  Credit shall not be 

issued to the awardee where open market cost(s) to the County are less than the 

cost(s) contracted with the awardee. 

 

b. Additional Insured & Certificate Holder: 

i. Allegany County shall be named as an “additional insured” for the purpose 

of coverage on direct, primary and non-contributory basis in the contractor’s 

policy for all intents and purposes of contract(s) issued as a result of an 

award of this bid.  Additional insured shall read- Allegany County, 7 Court 

Street, Room 210, Belmont, New York  14813. 

ii. Certificate Holder shall read- Allegany County, 7 Court Street, Room 210, 

Belmont, New York 14813. 

 

c. Each contractor shall submit an original of its Certificate of Insurance and NYS 

Worker’s Compensation Insurance Coverage form (which indicates the 

contractor’s compliance with the above sections a. and b. to the following: 

Allegany County DPW, 7 Court Street, Room 210, Belmont, New York  14813. 
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11. Sales Tax Exemption: 

The County is exempt from payment of sales and compensating use taxes of the State of 

New York and cities and counties within the State of New York. 

 

12. Protection from Claim Against or Equal: 

In the event of any claim concerning or relating to the issues of equal or better, the 

contractor agrees to hold the County of Allegany free and harmless from any and all 

claims, legal fees and court costs for loss or damage arising out of this transaction for 

any reason whatsoever. 

 

13. Addendum/Addenda: 

a. If an addendum has been issued prior to the County’s receipt of bids: Allegany 

County shall attempt to notify contractor’s known to have received the sealed bid 

documents and whose contact information is on file with the County.  Allegany 

County does not ensure the potential contractors’ receipt of the addendum.  It shall 

be the responsibility of each contractor, prior to submitting its bid, to contact the 

Department of Public Works (585) 268-9230, to determine if an addendum has 

been issued. 

 

b. Addendum shall be available online at www.alleganyco.com; click on Government 

then Public Works Department.  They are also available at the Office of the 

Superintendent of Public Works, 7 Court Street, Room 210, Belmont, New York  

14813. 

 

c. It is a requirement that the contractor sign, date and include the addendum with its 

bid submittal.  Failure to do so may result in rejection of bid. 

 

14. Multiple/Alternate Bid Submittal(s): 

For those contractor’s intending to submit multiple/alternate bids in response to this bid 

solicitation; the contractor is required and shall submit a complete bid document for each 

bid submitted.  Note:  if there is a bid surety requirement, one (1) surety instrument 

written for the highest amount, shall suffice. 

 

15. Submittal of Bid(s): 

a. The bid shall be submitted in a sealed envelope with the following marked on the 

outside: 

i. Print your company’s name in the upper left corner. 

ii. In the lower left corner print: 

Sealed Bid:  May 30, 2019,  11:00 a.m. 

Board of Elections Renovations 

 

http://www.alleganyco.com/
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b. The envelope shall be addressed to Allegany County DPW, 7 Court Street, Room 

210, Belmont, New York 14813. 

 

c. Bids will be received at the Public Works Department at the time specified, at 

which time bids will be opened and read publicly. 

 

d. Facsimile transmitted bids are not acceptable and shall be rejected. 

 

e. Security procedures are in effect at the Allegany County Office Building.  

Interested parties, especially contractors who intend to hand deliver bids and/or 

conduct business with Allegany County Department of Public Works should allow 

sufficient time for any delay which may arise as a result of security procedures.  To 

be considered delivered and on time a bid submittal must be received at the Public 

Works Department by the appointed hour. 

 

f. All bid proposal sheets shall remain intact and be submitted with the bid. 

 

16. Business Hours: 

Contractors will maintain normal business hours during the time in which the work is 

completed.  Bidders agree that normal business hours shall mean 8:00 a.m. to 4:00 p.m.  

Bidders acknowledge and agree that on some occasions it may be necessary to work 

before or beyond normal business hours in order to complete the work for that day and 

close up construction so as to leave the building in a safe and weather tight manner. 

 

17. Invoicing/Compensation: 

All invoices shall have the items and quantities for materials installed satisfactorily to the 

inspector onsite. Payment shall be rendered to the contractor for satisfactory compliance 

with general terms, conditions and specifications of this bid.  Invoice terms shall be net 30 

days.  The county normally processes invoices for payment bi-monthly, according to a 

regular established schedule. 

 

18. Late Bids: 

Contractors shall bear the sole responsibility for the delivery of their bid in a timely 

manner.  Reliance upon the U.S. Postal Service or other carriers is at the contractor’s 

risk.  Late bids will not be considered and will be returned unopened. 

 

19. Right of County to Seek Clarification, Accept or Reject Bid(s), etc.: 

a. Allegany County reserves as its right, the right to require clarification from the 

contractor for the purpose of assuring a full understanding of the contractor’s 

responsiveness to the solicitation requirements. 
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b. Allegany County reserves as its right, the right to accept or reject any and all bids 

(or separable portions thereof), the right to waive irregularities and technicalities, 

and the right to request resubmittal of bids (re-bid). 

 
20. Civil Rights: 

The County of Allegany in accordance with the provisions of Title VI of the Civil Rights 

Act of 1964 and New York Labor Law; Article 8- Public Work, Section 220e hereby 

notifies all contractors will affirmatively ensure that any contract awarded as a result of 

this bid solicitation will be awarded without discrimination on the grounds of race, color, 

sex or natural origin. 

 

21. Award of Bid: 

For the purpose of this bid, it is intended that award will be made on the total project 

basis: 

a. Bids shall be awarded to qualified and responsible contractor(s) who sufficiently 

meet the terms, conditions and specifications stated herein.  However, under all 

circumstances and all statements to the contrary notwithstanding, Allegany County 

reserves as its right, the right to determine award(s)/awardee(s) in accordance 

with the best interest of Allegany County. 

 

b. Award of bid is not made at the bid opening.  All bids are subject to final review 

and acceptance by the Public Works Committee of the Allegany County 

Legislature before any award may be made. 

 

22. Executory Clause: 

Allegany County shall have no liability under any contract or contracts or to anyone else 

beyond funds appropriated and available for the purpose of this document and resultant 

contract(s).  

 

23. Assignability: 

The contractor shall not assign, transfer, convey, sub-contract, sublet or otherwise 

dispose of all or portions of this contract (and/or work to be performed as a result of the 

contract) or its right, title, or interest to any other person, company, corporation, without 

prior written consent of the Superintendent of Public Works. 

 

24. Contractor’s Failure to Comply: 

The contractor’s failure to perform in compliance with the bid award shall result in 

withholding of payment.  The payment shall be withheld until such times as the contractor 

fulfills its responsibilities.  Compliance shall be determined by and to satisfaction of 

Allegany County.  Such action would not necessarily preclude further initiatives on the 

part of Allegany County to protect and preserve its best interest. 
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25. Cancellation of Contract: 

Allegany County reserves, as its right, to cancel the contract(s) resulting from an award of 

this bid solicitation at any time during the contract period, without penalty to Allegany 

County and without stated reason, by delivering a written ten (10) day notice of intent to 

the contractor(s) or its representative(s).  Said notification mailed to the contractor or its 

representatives via the US Postal Service, First Class mail shall be considered sufficient 

and delivered. 

 

26. Liquidated Damages: 

Allegany County reserves the right to charge liquidated damages for any days beyond 

the 45 days as specified above.  The per day charge shall be $100 per calendar day until 

substantial completion. 
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ALLEGANY COUNTY DEPARTMENT OF PUBLIC WORKS 

BID SPECIFICATIONS FOR RENOVATIONS TO THE BOARD OF ELECTIONS 

May 30, 2019 

It is the intent of these specifications to describe the requirements for work items for renovations 

to the Board of Elections building located at 12 Willets Avenue (rear), Belmont, New York.  

Allegany County will obtain all building permits required from the Authority(ies) having 

Jurisdiction once a contractor has been selected. 

Standard Specifications: 

PROTECTION OF WORK 
A. The CONTRACTOR shall be responsible for providing all precautions, programs, and 

taking all actions necessary to protect the Work and all public and private property 
and facilities from damage as specified herein. 

B. In order to prevent damage, injury or loss, the actions of the CONTRACTOR shall 
include, but not be limited to, the following: 
1.  Store apparatus, materials, supplies, and equipment in an orderly, safe manner 

that will not unduly interfere with the progress of the Work or the Work of any other 
contractor or utility service company. 

2.  Provide suitable storage facilities for all materials which are liable to injury by 
exposure to weather, theft, breakage, or otherwise. 

3.  Place upon the Work or any part thereof only such loads as are consistent with the 
safety of that portion of the Work. 

4.  Clean up frequently all refuse, rubbish, scrap materials, and debris caused by the 
operations of the CONTRACTOR, to the end that at all times the site of the Work 
shall present a safe, orderly, and workmanlike appearance. 

 C.  The CONTRACTOR shall not, except after written consent from proper parties, enter 
or occupy with men, tools, materials or equipment, privately-owned land except on  
easements provided herein. 

D. The CONTRACTOR shall assume full responsibility for the preservation of all public 
and private property or facility on or adjacent to the site. 

E. If any direct or indirect damage is done by or on account of any act, omission, neglect, 
or misconduct in the execution of the Work by the CONTRACTOR, it shall be restored 
by the CONTRACTOR, at the expense of the CONTRACTOR, to a condition equal to 
that existing before the damage was done. 

F.  Surface Structures: Surface structures are defined as all existing buildings, structures, 
water tanks, and other facilities above the ground surface. Surface structures include, 
but are not limited to, buildings, tanks, walls, piping, poles, wires, posts, signs, 
markers, curbs, walks, and all other facilities that are visible above the ground 
surface. 

G.  Protection of Surface Structures: the CONTRACTOR shall sustain in their places and 
protect from direct or indirect injury all surface structures located within or adjacent to 
the Work area. Such sustaining and supporting shall be done carefully by the 
CONTRACTOR in a manner satisfactory to the party owning or controlling such 
structure. Before proceeding with the work of sustaining and supporting such 
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structure, CONTRACTOR shall satisfy the ENGINEER that the methods and 
procedures to be used have been approved by the party owning same. 
1.  If it is necessary to remove any structures due to the requirements of the Work, 

the structures removed shall be replaced so they are equal to the original 
condition. 

 
H.  The CONTRACTOR shall assume all risks attending the presence or proximity of all 

surface structures within or adjacent to the Work area. The CONTRACTOR shall be 
responsible for all damage and expense for direct or indirect injury caused by work to 
any structure. The CONTRACTOR shall repair immediately all damage caused by the 
work, to the satisfaction of the OWNER. 

I.  Public utilities (gas, electric, sewer, water, telephone, cable, etc.) shall be protected in 
their present locations and service maintained. If it is necessary to move any utilities, 
satisfactory arrangements shall be made by the CONTRACTOR with the utility 
company for said Work, including notification and time of doing work, compensation, 
safety of the public, and service. Permanent support for all trench crossings of 
existing utilities shall be provided and shall meet with approval of the utility company. 
1.  Any damage to gas mains, gas services, water mains, water services, sewers, 

sewer laterals, cross drains, culverts, electrical conduits, utility poles and wires, 
etc., shall be repaired or replaced at the expense of the CONTRACTOR, 
regardless of whether these utilities were shown on the Contract Drawings. 

 

STORAGE OF MATERIAL 
 

A.  The CONTRACTOR shall store and protect materials in accordance with 
recommendations of the manufacturer and requirements of the Specifications. 

B.  The CONTRACTOR shall make all arrangements and provisions necessary for the 
storage of materials and equipment. 

C.  All excavated materials, construction equipment, and materials and equipment to be 
incorporated into the Work shall be placed so as not to injure any part of the Work or 
existing facilities and so that free access can be had at all times to all parts of the 
Work and to all public utility installations in the vicinity of the Work. 

D.  Materials and equipment shall be kept neatly and compactly stored in locations that 
will cause a minimum of inconvenience to other contractors, public travel, adjoining 
owners, tenants, and occupants. The CONTRACTOR shall arrange storage in a 
manner to provide easy access for inspection. 

E.  Areas available on the construction site for storage of material and equipment shall be 
as shown or approved by the ENGINEER. 

F.  Materials and equipment which are to become the property of the OWNER shall be 
stored to facilitate their inspection and insure preservation of the quality and fitness of 
the Work, including proper protection against damage by freezing and moisture. They 
shall be placed inside storage areas unless otherwise acceptable to the OWNER. 

G.  Lawns, grass plots, or other private property shall not be used for storage purposes 
without written permission of the OWNER or other person in possession or control of 
such premises. 

H.  The CONTRACTOR shall be fully responsible for loss or damage to stored materials 
and equipment. 
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I.  Containers of the manufacturer shall not be opened until time of installation unless 
recommended by the manufacturer or otherwise specified. 

J.  Products shall not be stored in the structures being constructed unless approved in 
writing by the ENGINEER. 

 
UNCOVERED STORAGE 
 

A.  The following types of materials may be stored out-of-doors without cover: 
1.  Reinforcing steel. 
2.  Precast concrete items. 
3.  Masonry block and brick. 
4.  Castings. 
5.  Manholes and exterior buried pipe. 

B.  The above materials shall be stored on wood blocking so there is no contact with the 
ground. 

 
COVERED STORAGE 
 

A.  The following types of materials may be stored out-of-doors if covered with material 
impervious to water: 
1.  Rough lumber. 
2.  Interior piping. 

B.  Covers shall be tied down with rope and sloped to prevent accumulation of water on 
covers. 

C. Materials shall be stored on wood blocking. 
 

FULLY PROTECTED STORAGE 
 

A.  All products not named above shall be stored in buildings or trailers which have a 
concrete or wooden floor, a roof, and fully closed walls on all sides. 

B.  The CONTRACTOR shall provide heated storage space for materials which would be 
damaged by freezing. 

C.  The CONTRACTOR shall protect mechanical and electrical equipment from being 
contaminated by dust, dirt, and moisture. 

D.  The CONTRACTOR shall maintain humidity at levels recommended by manufacturers 
for electrical and electronic equipment. 

 
MAINTENANCE OF STORAGE 
 

A.  The CONTRACTOR shall maintain a periodic system of inspection of stored products 
on a scheduled basis to assure that: 
1.  The state of storage facilities is adequate to provide required conditions. 
2.  Required environmental conditions are maintained on continuing basis. 
3.  Products exposed to elements are not adversely affected. 
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DEMOLITION 
 

NOTIFICATION 
1.  At least ten (10) business days prior to commencement of demolition, notify 

ENGINEER in writing of the proposed schedule. Do not commence demolition without 
the written permission of the ENGINEER. 

 
REGULATORY REQUIREMENTS 
 
A.  Conform to all applicable federal, state, and local laws and codes for demolition 

Work, dust control, and products requiring electrical disconnection. 
B.  Obtain any required permit(s) from regulatory authorities as necessary. 
C.  Do not close or obstruct egress width to any building or site exit. 
D.  Do not disable or disrupt building fire or life safety systems without giving five (5) days 

prior written notice to the OWNER. 
E.  Conform to procedures applicable when hazardous or contaminated materials are 

discovered. 
 
SEQUENCING 
 
A.  Schedule demolition Work to coincide with new construction. 
B.  The CONTRACTOR shall coordinate the demolition Work with the OWNER. 
C.  Carry out operations so as to avoid interference with operations and work in and near 

adjacent facilities. 
D.  No shutdown of any kind shall occur without the written consent of the OWNER. 
 
PROJECT CONDITIONS 
 
A.  Cease operations immediately if the structure appears to be in danger and notify the 

ENGINEER. Do not resume operations until directed by the ENGINEER. 
B.  If the CONTRACTOR believes that the location on which the current structure or 

apparatus being demolished is contaminated, based on casual visual observation or 
detection of atypical odors, operations shall be ceased immediately at that location. 
The condition shall be brought to the attention of the ENGINEER. If it is determined 
that there is contamination at this site, do not continue Work until directed by the 
ENGINEER. 
1.  If so directed by the ENGINEER, the CONTRACTOR shall employ a testing lab to 
take samples for analyses and determination of the hazard. The testing laboratory 
shall include recommendations pertaining to the potential hazard of the sampled 
substances. All costs for this Work shall be in addition to the Contract Value. 

 
EXECUTION 
 
A.  Provide, erect, and maintain temporary barriers and security devices in accordance 

with this Specification. 
B.  Erect and maintain weatherproof closures for exterior openings. 
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C.  Erect and maintain, as directed by the ENGINEER or as necessary, temporary 
partitions to prevent spread of dust, odors, and noise to permit continued OWNER 
occupancy. 

D.  Protect existing materials which are not to be demolished. 
E.  Prevent movement of the structure; provide bracing and shoring. The CONTRACTOR 

shall take care to prevent any unexpected collapse of existing structures. 
F.  Notify affected utility companies before starting Work and comply with their 

requirements. 
G.  Mark the location and termination of all utilities. 
H.  Provide appropriate temporary signage including signage for exit or building egress. 
 
DEMOLITION 
 
A.  Disconnect, remove, cap, and identify designated utilities in demolition areas. 
B.  Demolish in an orderly and careful manner. Protect existing remaining structures, 

piping, valves, etc. from the demolition Work. 
C.  No materials shall be burned on site. 
D.  The use of explosives for demolition shall not be allowed. 
E.  Conduct operations with minimum interference to site access. 
F.  Obtain written permission from adjacent property owners when demolition equipment 

will traverse, infringe upon, or limit access to their property. 
G.  Incorporate provisions for sedimentation control during and after demolition, if 

applicable. 
H.  Perform all demolition and removal Work to prevent damage or injury to adjacent 

structures, occupants thereof, and features which might result from falling debris or 
other causes and so as not to interfere with the use and free and safe passage to and 
from adjacent structures. 

I.  Closing or obstructing of public roadways, sidewalks, and passageways adjacent to 
the Work by the placement or storage of materials shall not be permitted and all 
operations shall be conducted with a minimum interference to vehicular and/or 
pedestrian traffic on these ways. 

J.  Erect and maintain barriers, lights, sidewalk sheds, and other necessary protective 
devices when applicable. 

K.  Repair damage to facilities to remain or to any property belonging to the OWNER or 
occupants of adjacent facilities. 

 
POLLUTION CONTROLS 
 
A.  Use water sprinkling, temporary enclosures, and other suitable methods to limit the 

amount of dust and dirt rising and scattering in the air to the lowest practical level. 
Comply with governing regulations pertaining to environmental protection. 
1.  Do not use water when it may create hazardous or objectionable conditions such 
as ice, flooding, or pollution. 
2.  Clean adjacent structures, facilities, and improvements of dust, dirt, and debris 
caused by demolition operations. Return adjacent areas to conditions existing prior to 
the start of Work. 
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STRUCTURAL REMOVAL 
 
A.  Remove structures to the lines and grades indicated on the Contract Drawings. The 

removal of structures beyond those indicated limits shall be at the expense of the 
CONTRACTOR. Excess removal shall be reconstructed to the satisfaction of the 
ENGINEER, with no additional compensation to the CONTRACTOR. 

B.  All concrete, brick, tile, concrete block, roofing materials, reinforcement, structural or 
miscellaneous metals, plaster, wire mesh, and other items contained in or upon the 
structure shall be removed and taken from the site, unless otherwise approved by the 
ENGINEER. 

C.  The surfaces of walls, floors, ceilings, or other areas that are exposed by any of the 
removals specified, indicated, or required and which will remain as architecturally 
finished surfaces shall be repaired and re-finished by the CONTRACTOR. Utilize the 
same or matching materials as the existing adjacent surface or as otherwise approved 
by the ENGINEER. 

D.  Unless otherwise approved by the ENGINEER, building demolition shall proceed from 
the top of the structure to the ground. The CONTRACTOR shall complete demolition 
Work above each floor or tier prior to disturbing the supporting members of the lower 
levels. 
1.  Demolish concrete and masonry in small sections. 
2.  Break-up and remove foundations, slabs-on-grade, housekeeping pads, pipe 
supports, thrust blocks, etc. unless otherwise indicated to remain. 
3.  Carefully position demolition equipment so as not to impose excessive loads or 
undo stress on remaining walls, floors, or framing. 
4. Remove demolition refuse immediately so as not to impose excessive loads on 
floors, walls, or framing. 

E.  If partial demolition of underground structures is indicated on the Contract Drawings, 
once removal of the designated foundation, wall, slabs, or structure is complete, the 
CONTRACTOR shall abandon-in-place the remaining portion and neatly backfill and 
grade the area. No structural steel and/or concrete structures shall remain exposed 
above grade. 

 
MECHANICAL AND PIPING REMOVAL 
 
A.  Mechanical removal shall consist of dismantling and removing of existing piping, 

valves, pumps, motors, equipment, and other appurtenances, such as gauges, 
instrument tubing, etc., as specified, indicated on the Contract Drawings, or required 
for the completion of the Work. It shall include cutting, capping, and plugging as 
required. 

B.  Existing process, water, chemical, gas, fuel oil, and other piping shall be removed 
where required, indicated, and specified. Chemical and fuel lines and tanks shall be 
purged and made safe prior to removal or capping. Where piping that is to be 
removed passes through existing walls that shall remain, the pipe shall be cut off and 
properly capped on each side of the wall. 

C.  Waste and vent piping shall be removed to points shown. Pipe shall be plugged with 
cleanouts and plugs. Where vent stacks pass through an existing roof that is to 
remain, they shall be removed and the hole in the roof properly patched and made 
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watertight; new roof material shall be identical (or as close as practical) to the existing 
roofing materials unless otherwise directed by the ENGINEER. 

 
ELECTRICAL AND INSTRUMENTATION REMOVAL 
 
A.  Electrical removal shall consist of the demolition of existing panelboards, motor 

control centers, control panels, motors, conduits and wires, poles and overhead 
wiring, exposed ground conductors, lighting fixtures, miscellaneous electrical devices, 
and all instrumentation as indicated, specified, or required to perform the Work. 

B.  The CONTRACTOR shall verify the function of all wiring prior to disconnecting and 
removing it. Ducts that are not to be reused shall be plugged where they enter 
buildings and made watertight. 

C.  All existing electrical equipment to be demolished shall be removed with such care as 
may be required to prevent unnecessary damage to remaining equipment and/or 
structures and to maintain OWNER operations. Any damage incurred shall be 
repaired. 

D.  Motors shall be disconnected and removed where required, indicated, or specified. 
Motors not designated by the OWNER to be salvaged shall be removed from the site 
and disposed of by the CONTRACTOR. 

E.  Conduits and wires shall be abandoned in-place or removed where required, 
indicated, or specified. Abandoned conduits concealed in floor or ceiling slabs or in 
walls shall be cut flush with the slab or wall at the point of entrance. The conduits shall 
be suitably plugged and the area repaired in a flush, smooth, approved manner. 
Exposed conduits and their supports shall be disassembled and removed from the 
site. Repair all areas of Work to prevent rust spots on exposed surfaces. 

 
REFUSE REMOVAL, HANDLING, AND OWNERSHIP 
 
A.  Any item that is to remain the property of the OWNER shall be carefully removed, so 

as not to be damaged, from the existing Work by the CONTRACTOR and shall be 
placed in an OWNER designated protected and secure location within the site.  
1.  If an item is to be retained by the OWNER and stored off-site, it shall be so noted 
on the Contract Drawings. The CONTRACTOR shall include the costs associated with 
loading, securing, transporting, and unloading. 

B.  Remove materials as the Work progresses. Upon completion of the Work, leave areas 
in a clean condition. All demolished materials shall be removed from the site without 
delay. 

C.  All materials, equipment, and debris shall be transported and disposed of in an 
appropriate manner at the expense of the CONTRACTOR and in compliance with all 
existing and governing laws and regulations. 

 
ALTERATIONS AND CLOSINGS 
 
A.  Alterations shall conform to all applicable Specifications, the Contract Drawings, and 

the directions and approvals of the ENGINEER. 
B.  Where alterations require cutting or drilling into existing floors, walls, and roofs, the 

holes shall be repaired in an approved manner. The CONTRACTOR shall repair such 
openings with the same or matching materials as the existing floor, wall, or roof or as 
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otherwise approved by the ENGINEER. All repairs shall be smoothly finished unless 
otherwise approved by the ENGINEER. 

C.  Openings in existing concrete slabs, ceilings, masonry walls, floors, and partitions 
shall be closed and sealed as indicated or otherwise directed by the ENGINEER. 
New Work shall be keyed into the existing Work in an acceptable manner. New 
reinforcing steel shall be welded to the existing reinforcing steel. Welding shall 
conform to AWS D12.1, Reinforcing Steel Welding Code. In general, use the same or 
matching materials as the existing adjacent surface. The finished closure shall be a 
smooth, tight, sealed, permanent closure acceptable to the ENGINEER. 

 
CLEAN-UP 
 
A.  Remove all temporary structures, barriers, and security devices upon completion of 

the Work. 
B.  The CONTRACTOR shall remove from the site all debris resulting from the demolition 

operations as it accumulates. Upon completion of the Work, all materials, equipment, 
waste, and debris of every sort shall be removed and premises shall be left, clean, 
neat, and orderly. 

 

BASIC ELECTRICAL REQUIREMENTS 
 
GENERAL 

A.  The electrical work shall be complete in every detail, unless specified otherwise, and 
shall include miscellaneous items of material and the labor necessary to complete the 
work described. 

B.  These Specifications and Contract Drawings are not intended to cover every detail or 
variation for the installation or provide for every possible installation contingency. It is 
expected that the Work will be supervised and performed by qualified persons familiar 
with electrical construction practices, electrical equipment, and safety within a process 
facility. 

C.  The Contract Drawings show the principal engineering design elements, such as 
general orientation of mechanical and electrical equipment to piping, foundations, and 
buildings, and are not intended to be used as detailed installation documents. 

 
SYSTEM DESCRIPTION 

A.  Drawings Intent and Limitations: Small scale electrical drawings are diagrammatic and 
indicate only the general character, approximate location, and extent of the work. 
Electrical drawings do not attempt to show details of building construction which may 
affect the electrical work. Examine architectural, structural and mechanical drawings 
to find how electrical work may be affected. Riser, ladder and connection diagrams 
are schematic and do not necessarily show the required physical arrangements of 
equipment. 

B.  Dimensions: Do not scale measurements from electrical drawings. Only dimensions 
appearing on electrical drawings may be used. 

C.  Symbols: Unless otherwise indicated, symbols used on electrical drawings are 
according to ANSI Y32.9. 
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QUALITY ASSURANCE 
A.  Submittals for approval shall include, at a minimum, manufacturer’s literature, 

specifications, wiring diagrams, installation diagrams, and engineering data necessary 
to fully describe the electrical materials and/or equipment and to substantiate 
complete compliance with the Contract Documents. 

B.  Manufacturer Qualifications: A company regularly engaged in the manufacture of 
equipment of the type, size, and ratings required, and who issues a complete catalog 
of data on such products. 

C.  Contractor Qualifications: A specialist with successful installation experience on 
projects with similar electrical installation requirements. 

D.  Installer Qualifications: A journeyman electrician, apprentice, or helper as appropriate 
to the complexity of the work involved. Work accomplished by an apprentice or helper 
shall be done under the supervision of a journeyman. 

E.  Labeling Requirements: Each major component of equipment shall have a label or 
nameplate attached indicating the manufacturer, model or catalog number, and UL 
electrical rating. 

 
DELIVERY, STORAGE, AND HANDLING 

A.  Damage: Material whose factory finish has been damaged shall be refinished to 
match original factory finish, or replaced as necessary. 

 
EXECUTION 
 

INSTALLATION 
A.  Interface with Other Work: Labor, material, equipment and services that are 

necessary to construct the complete electrical systems shall be scheduled so as to 
not obstruct or delay other work necessary on the jobsite. The Contractor shall be 
responsible for adjustments in the wiring and equipment locations due to structural 
obstructions or conflicts with work specified elsewhere. 

B.  Governing Standards: Do electrical work according to either the National Electrical 
Code (NFPA 70), National Electrical Safety Code (ANSI C2), and the NECA Standard 
of Installation or local standards, whichever is more stringent. 

C.  Manufacturer's Instructions: Material and equipment shall be installed according to the 
manufacturer's instructions. When the manufacturer's instructions are in conflict with 
these specifications, furnish a copy of the manufacturer's instructions to the 
Contracting Officer prior to installation and defer installation until the Contracting 
Officer issues written instructions on which method shall be followed. 

D.  Removing Existing Wiring: Unless otherwise indicated, remove all devices and 
conductors back to nearest outlet box, device or panelboard which is indicated to 
remain in use. In exposed work, remove conduits, boxes and supporting material. In 
concealed work, leave conduits and boxes in place. Install blank covers on empty 
boxes left in place. 

 
FIELD QUALITY CONTROL 
A. Testing: The Contractor shall make arrangements for a certified independent testing 

laboratory, according to the requirements of Section 01410 - Testing Laboratory 
Services, to perform the required testing, recording, and distributing of the results. 
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B.  Operational Test: When electrical and mechanical installations are complete, the 
Contractor shall energize electrically connected equipment and demonstrate that the 
electrical systems function according to design. Prior to performing this test, the 
Contractor shall verify that mechanical and electrical systems are in condition to be 
energized without damage to the building and equipment, or injury to personnel. The 
Contractor shall perform this test prior to final inspection and during final inspection. 
Malfunctioning units shall be corrected and retested by the Contractor to demonstrate 
compliance with the specification. 
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ELECTRICAL WORK 
 

SCOPE OF WORK 
A.  Furnish and install all electrical work including work incidental thereto as shown on 

Drawings and specified. Work to include: 
Item #1 = Furnish and Install Outlet Boxes with Receptacles 
Item #2 = Furnish and Install Emergency Exit Lights with Battery Back-up 
Item #3 = Furnish and Install IT Cat6 Ethernet Connections 
Item #4 = Furnish and Install LED Lights 
Item #5 = Furnish and Install Light Switches 
 

RULES AND REGULATIONS 
A.  Work and materials shall conform to and be executed, inspected and tested in 

accordance with the latest edition of the National Electric Code, and with the 
governing rules and regulations of federal, state, local governmental agencies. 

B.  Other codes, which will apply to this installation, include the current editions of: 
1. ANSI C2 - National Electrical Safety Code 
2. NEMA Standards 

C.  Where governing codes indicate that Drawings and Specifications do not comply with 
the minimum requirements of applicable codes, be responsible for either notifying the 
Owner in writing during the bidding period of the revisions required to meet code 
requirements, or of providing an installation, which will comply with the code 
requirements. 

 
COORDINATION 

A.  Coordinate equipment, devices and conduit with openings in walls, floors and roofs as 
shown on Drawings. Be responsible for any changes in openings necessitated by 
changed in the equipment specified. 

 
MATERIALS 

A.  All materials, unless otherwise specified, shall be new and be the standard products 
of the manufacturer. Seconds, rejects, or damaged materials will be rejected. 

B.  The equipment to be provided under these Specifications shall be essentially the 
standard commercial grade product of the manufacturer. Where two or more units of 
the same class of equipment are required, these units shall be products of a single 
manufacturer. 

C.  The listing of a manufacturer for certain equipment and systems does not indicate 
acceptance of a standard or cataloged item of equipment. All equipment and systems 
shall conform to the Specifications. 

D. Receptacles shall be Bryant CRS20W Commercial Grade Duplex, 20A, 125V, White, 
Side Wired; or equivalent. 

E. Emergency Exit light shall be white with red LED lettering, hardwired with a Ni-Cad 
battery backup and white LED side lights that light up when the power goes out. 

F. LED Lights shall be Lithonia Lighting Residential LED Low Profile Square 15” Flush 
Mount series FMLSDL 15 or approved equivalent.  
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U.L. LISTING 
A.  All equipment shall bear the Underwriter's Laboratory (UL), or other approved agency, 

listing label. 
B.  Wherein an item of equipment is specified to be U.L. Listed, the entire assembly shall 

be listed by Underwriters Laboratories, Inc. 
 

ACCESS 
A.  Provide NEC access for all concealed junction boxes, control devices, duct mounted 

heat or smoke detectors and other items of equipment requiring maintenance and/or 
operation. Where access doors are necessary to meet NEC requirements, furnish for 
installation Milco Type "K" access doors with flush screwdriver operated lock, of size 
to permit access. Doors shall be of the type suited to the construction into which they 
are to be installed. Access doors penetrating fire rated walls or ceilings, i.e., shafts, 
hoistways, fireproofing membranes, to be 1-1/2 hr. "B" labeled. 

B.  Locate all equipment, which must be serviced, operated or maintained in fully 
accessible positions. Minor deviations from the drawings may be made to allow for 
better accessibility at no additional cost to the Owner, but changes shall not be made 
without approval of the ENGINEER. 

C.  Minimum clearances in front of or around equipment shall conform to the latest 
applicable code requirements. 
 

CONDUITS FITTINGS AND SUPPORTS 
A.  Liquid-tight flexible metal conduit shall consist of a core of flexible galvanized sheet 

tubing over which is extruded a liquid-tight jacket of polyvinyl chloride (PVC). Liquid- 
tight flexible conduits shall be provided with a continuous copper-bonding conductor 
wound spirally between the convolutions. 

B.  Fitting and couplings for rigid or intermediate metal conduit shall be threaded. 
C.  Bushings for rigid or intermediate metal conduit 1-1/4 inch and larger shall be steel of 

the threaded grounding insulated type. 
D.  Fittings for liquid-tight flexible conduit shall be in accordance with UL 360, 

incorporating a threaded grounding cone, steel or plastic compression ring and a 
gland for tightening. Fittings shall be made of steel only, with insulted throats. 

E.  Interior Wall, Floor and Partition Sleeves: 
1. Each sleeve shall be at least two (2) conduit sizes larger than the conduit passing 
through the sleeve. Terminate the sleeve flush with walls, floors or partitions. In 
finished areas, where conduits are exposed, extend sleeve 1/4 inch above finished 
floor, except in rooms having floor drains, and extend sleeves 3/4 inch above floor. 
2. The space around the conduit in the sleeve shall be packed with a non-combustible 
materials, such as Chase Technology, CTC Pr855 Fire Stop, whose minimum fire 
rating equals the rating of the wall, floor, or partition through which the sleeve 
penetrates. 

F.  Conduit Supports: 
1. Support conduits from the building structure. Horizontal runs of conduit shall be 
supported a maximum of 8 feet on center using hangers especially made for electric 
conduit. Perforated steel straphangers are not acceptable. 
2. Conduits and fitting shall be new, full-length, and manufactured by Allied Tube and 
Conduit Corp., Triangle Conduit and Cable Co., Legrand, or Republic. 

G.  Expansion Fittings: 
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1. Each conduit that crosses a building expansion joint shall be provided with an 
expansion fitting. A separate grounding conductor shall be provided including conduits 
having expansion joints. 

H.  Fittings: 
1. Three-piece steel threaded couplings, Steel City EK- 400 Series shall be used to 
join two conduits coming together from opposite directions when standard threaded 
couplings cannot be used. 
2. Conduit nipples with running threads and split couplings shall not be used. 

I.  Conduits shall be installed in accordance with NEC and local utility company 
requirements. 
 

OUTLET BOXES 
A.  Outlet boxes in the following locations shall be of the hot dip galvanized cast iron, 

threaded hub type, with gasketed weatherproof stainless steel covers: 
1. Exterior locations and interior locations where exposed to moisture-laden 
atmosphere. 
2.  Exposed conduit runs. 
3.  Outlet boxes for vapor-proof, explosion-proof and outside bracket fixtures, only as 
shown on drawings. 

B.  Box depths greater than 2-1/8 inches shall not be used for obtaining the necessary 
volume. 

C.  Outlet boxes for wall switches, telephone, signal receptacles and junctions shall be 
not less than 4 inches square by 1-1/2 inches deep of the one-piece deep drawn type. 
 

PULL AND JUNCTION BOX 
A.  Boxes shall have blank covers of the same thickness as the boxes and shall be 

secured by corrosion-resistant screws or bolts. 
B.  Boxes exposed to rain or installed in wet locations shall be of the cast vapor-tight 

type. 
C.  Boxes connected to concealed conduits shall be provided with access by means of an 

approved access door. 
D.  All ferrous boxes shall be hot-dip galvanized. 

 
LIGHTING, RECEPTACLE AND POWER PANELBOARD 

A.  General 
1. Dead-front panelboards of the shown interrupting duty, incorporating the number, 
rating and type of circuit breakers or fused switches as shown on Drawings shall be 
provided in general purpose enclosures for either surface or flush mounting. 
2. Panelboards and circuit breakers shall match the manufacturer of the existing 200 
amp service box. 

B.  Circuit Breakers: 
1. Circuit breakers for individual or panelboard mounting shall be of the indicating, 
molded case, bolt-on type consisting of the number of poles, with voltage and ampere 
ratings as noted on Drawings. Two and three- pole breakers shall be of the common 
trip type with no handle ties. "G" frame breakers and breakers not UL listed for a 125 
or 250 V. D.C. rating in 1,2, and 3 pole configurations are not acceptable for meeting 
this specification. 
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2. Breakers shall be of the quick-make and quick-break type toggle mechanism with 
inverse time trip characteristics and shall trip-free on overload or short circuit. 
Automatic release shall be secured by a bi-metallic, ambient-compensated, thermal 
element releasing the mechanism latch. In addition, a magnetic armature shall be 
provided to trip the breaker instantaneously for short circuit currents above the 
overload range. 
 

WIRING DEVICES 
A.  Provide, where shown, wiring devices which conform to NEMA performance 

specifications. 
B.  Flush Switches: Lighting switches shall be quiet type, toggle, rated for low voltage, or 

120 volts AC, back and side wiring, complying with NEMA WD-1 standards, with a 
mechanism housing of composition completely enclosing the switch. Where more 
than one switch is indicated at an outlet, they shall be installed under one plate. 
 

GROUNDING 
A.  The electrical system shall be grounded as required by NEC. All metallic structures, 

enclosures, raceways, junction boxes, outlet boxes, cabinets, machine frames, 
portable equipment and other conductive items in close proximity with electrical 
circuits shall operate continuously at ground potential and provide a low impedance 
path for possible ground fault currents. 

B.  Inaccessible ground connections shall be made with the exothermic welding process 
using equipment as manufactured by Burndy, Erico Products or Copperweld. 
 

EXECUTION 
 
COORDINATION WITH THE LOCAL ELECTRICAL UTILITY 

A.  Coordinate work with the serving electrical utility and meet all of their requirements 
and schedules so that the electrical work proceeds in a timely and orderly fashion. 
Obtain locations and details required by the utility. 
 

FINAL INSPECTION 
A.  Upon completion of the Work, notify the Engineer in writing, that the entire electrical 

installation has been thoroughly checked and that it is ready for final inspection. 
B.  On completion of the Work, obtain Certificates of Compliance, and approval or 

acceptance from all Authorities having jurisdiction over the work, and deliver these 
certificates to the Engineer. The Work shall not be deemed to have reached a state of 
completion until the certificates have been delivered. 

 
ELECTRICAL CONNECTIONS 

A.  Each conduit of a service entrance, feeder or branch circuit shall contain all phase 
conductors including one neutral conductor and one ground conductor. This applies to 
all individual and parallel conduit runs. The number of phase conductors shall be as 
indicated or required. 
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CONDUITS, FITTINGS, AND SUPPORTS 
A.  All conduit and raceways shall be installed concealed within new construction. All new 

receptacle boxes, outlet boxes and light switches to be installed on existing walls shall 
be run with surface mount metal conduit painted white. 

B.  The outside diameter of any conduit buried in concrete shall not exceed one-third of 
the thickness of the structural slab, wall, or beam in which it is placed. The conduit 
shall be located entirely within the middle third of the member. Lateral spacing of 
conduits buried in concrete slab shall be not less than three diameters, except where 
the concrete slab has been specially designed to accommodate a closer spacing of 
conduits. 

C.  Conduit runs shall be mechanically and electrically continuous from service entrance 
to all outlets. Unless otherwise specified, each conduit shall enter and be connected 
to a cabinet, junction box, or outlet box by means of locknuts on the inside and 
outside and a bushing on the inside. 

D.  Conduit system shall be installed complete before any conductors are drawn in. Each 
run of conduit shall be blown through and swabbed before conductors are installed. 

E.  Where empty conduit is indicated for future installation of wires, the conduit ends shall 
be capped and a No. 14 AWG galvanized steel fish wire or a plastic line having a 
tensile strength of not less than 200 pounds shall be provided. 

F.  The size of each run of conduit shall be the larger of the following: 
1.  The minimum size, which shall be 1/2 inch. 
2.  The size noted on Drawings. 
3.  The size required to accommodate the number, size and type of wires shown, 
specified, or required. 

G.  Not more than the equivalent three 90-degree bends will be permitted in any conduit 
run. Pull boxes shall be furnished and installed where necessary to meet this 
requirement. 

H.  Conduits shall be independently supported so that no strain will be transmitted to 
outlet and pull boxes. Supports shall be rigid enough to prevent distortion of conduit 
during wire pulling. 

I.  Conduits shall not come into direct contact with any mechanical system piping or duct. 
J.  All conduit installed underground on the exterior of the building shall have a minimum 

of 36 inches of cover. 
K.  Provide flashing and pitchpockets, making watertight joints where conduits pass 

through roof or waterproofing membranes. 
L.  Allow minimum 6 inches clearance at heat sources. 
M.  Escutcheon plates shall be provided for all exposed conduit passing through walls, 

floors, and ceilings. Plates shall be nickel-plated, of the split ring type, of size to match 
the conduit. Where plates are provided for conduits passing through sleeves, which 
extend above the floor surface, provide deep recessed plates to conceal the sleeves. 

N.  Conduit and Equipment Supports: 
1.  Vertical runs of conduits not over 15 feet long shall be supported by hangers 
placed not over one foot from the elbows on the connecting horizontal runs. 
2.  Vertical runs of conduit over 15 feet long, but not over 60 feet long and not over 4 
inches in size, shall be supported on heavy steel clamps. Clamps shall be bolted 
tightly around the conduits and shall rest securely on the building structure without 
blocking. 
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3.  Additional hangers shall be provided at concentrated load points, such as heavy 
equipment and pull boxes, and for conduit four inches and larger. Unless otherwise 
specified or indicated on Drawings, the spacing of multiple hangers shall not exceed 
ten feet. A hanger shall be placed within one foot of each horizontal elbow. 
4.  Horizontal conduit runs shall be supported on maximum eight foot centers. 

O.  Closing of Openings: 
1.  Wherever slots, sleeves, or other openings are provided in floors or walls for the 
passage of conduits or other forms of raceway, such openings, if unused, or if there is 
space left in such openings after installation of the conduit and raceways, the space 
or opening shall be filled. 
2.  Filling materials for openings in floors or walls shall be fire-resistive, with a rating 
equal to the material of the floor or wall, itself, and finished so as to prevent passage 
of water, smoke and fumes. 
3.  Where conduits passing through openings are exposed in finished rooms, the 
finish of the filling material shall match and be flush with the adjoining floor, ceiling, or 
wall finishes. 
 
Flexible Conduit 
1.  May be used in: 

a.  Four to six feet long lengths for final connection. 
b.  Steel stud walls between outlets and from outlet to rigid raceway leaving 

wall. 
 
WIRE AND CABLE 
A.  Wires and cable shall be rated at 600 volts minimum. 
B.  Commercially produced wire lubricant may be utilized to ease wire pulling. 

However, any such lubricant shall be of a type to produce no deteriorating effect 
on conductor insulation or on the interior of associated raceway and shall be 
approved by the wire manufacturer. 

C.  Cable splicing and Terminations: 
1.  No splices or joints will be permitted in either feeder or branch circuits 

except at outlets or accessible junction boxes. 
2.  Connectors shall be insulated by integral or separate covers by means of 

taping with plastic or rubber and friction tapes to provide insulating value 
equal to that of the conductors being joined. 

3.  Insulating materials for splices and connections shall be of the type for the 
particular use, location, and voltage, and shall be applied and installed in 
accordance with the manufacturer's recommendations. 

D.  Make conductor length identical for parallel feeders. 
E.  General Wiring Methods: 

1.  Wiring shall be provided complete from point of service connection to all 
receptacles, lighting fixtures, power outlets, outlets for future extensions 
and other devices as shown. Slack wire shall be provided for all future 
connections. Branch circuit conductors shall be No. 12 AWG or larger. 

2.  Cables shall not be bent either permanently or temporarily during 
installation to radii less than that recommended by the manufacturer. 

3.  Conductors not larger than No. 10 AWG located in branch circuit 
panelboards, signal cabinets, signal control boards, switchboards and 
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motor control centers shall be bundled. Conductors larger than No. 10 AWG 
located in switchboards, motor control centers and pullboxes shall be 
cabled in individual circuits. Bundling and cabling shall be done with straps 
made of self-extinguishing nylon. Each strap shall be constructed with a 
locking hub or head on one end and a taper on the other. 

4.  Aluminum conductor, splices, and terminations shall use compression 
fittings such as the Burndy HyPlug. 

 
OUTLET BOX 
A.  Outlet boxes shall be provided with only the conduit openings necessary to 

accommodate the conduits at the individual locations. Each box shall be large 
enough to accommodate the required number and sizes of conduits, wires and 
splices. The necessary volume shall be obtained in each case by using a box of 
the proper dimensions and not by the use of an extension ring. 

B.  In switch, or motion sensors outlet boxes where two or more 120-volt circuits are 
to be switched, suitable barriers to isolate each switch shall be provided. 

C.  Outlet boxes shall be fastened in position. Outlets in suspended ceilings occurring 
at locations other than at main ceiling support members shall be provided with 
auxiliary metal cross members. 

D.  No outlet box shall be installed that is supported by only the conduit. 
E.  Wherever possible, adjacent devices shall be grouped under a single cover plate 

using boxes with partitions between systems. 
 
WIRING DEVICE 
A.  Coordinate wiring device mounting with architectural drawings. 
 
LIGHTING FIXTURE 
A. Equipment locations and types shall be shown on Drawings and modified by 

approved shop drawings. 
1.  Verify fixture locations with architectural plans, reflected ceiling plans and 
other reference data prior to installation. 
2.  Check for adequate headroom and non-interference with other equipment, 
such as ducts, pipes or openings. 

B.  Upon completion of the installation, lighting equipment must be in first class 
operating order and free from defects in condition and finish. 
1.  At time of substantial completion of the project, all lighting fixtures and 
equipment shall be complete with required lenses or diffusers, reflectors, side 
panels, louvers, and other necessary components. If lighting fixtures are used for 
construction lighting, all used lamps shall be replaced with new, unused lamps. If 
only one set of lamps are provided for the building fixtures, provide, operate, and 
remove all construction lighting using temporary lighting fixtures. 
2.  Fixtures and equipment shall be clean and free from dust, plaster or paint 
spots. 
3.  Housings shall be rigidly installed, and adjusted to neat flush fit with the 
ceiling or other finished mounting surface. 
4.  No light leaks shall be permitted at the ceiling line or from any visible part or 
joints of the fixtures and shall be achieved without the use of gaskets or tape. 
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MANUFACTURER'S DIRECTIONS AND SUPERVISION 
A.  Follow manufacturer's directions for installation, testing and operation of all 

apparatus and equipment indicated on Drawings or specified. 
 

Payment 

Item #1 = Furnish and Install Outlet Boxes with Receptacles 
Payment for Item #1 shall be a cost per each unit to include the cost associated with a 20 
amp breaker, all necessary wiring, surface mount white metal conduit, surface mount white 
metal box, receptacle and labor to complete the installation from the existing 200 amp 
service box to the approximate locations as shown on the drawings.  Actual locations will be 
field verified prior to installation.  It is the intent to run the wiring through the attic space and 
down from the ceiling along the walls to the outlet box located off the floor per NEC. 
  
Item #2 = Furnish and Install Emergency Exit Lights with Battery Back-up 
Payment for Item #2 shall be a cost per each unit to include the cost associated with a 
breaker, sized per the manufacturer’s recommendation for the selected exit light, all 
necessary wiring, and all appurtenances and labor required for installation where shown on 
the drawings. 

Item #3 = Furnish and Install Outlet Boxes with IT Cat6 Ethernet Connections 
Payment for Item #3 shall be a cost per each unit to include the cost associated with Cat6 
cable run (to include 2 wires per run) from the IT cabinet (supplied by others as shown on 
the drawing), all necessary wiring, surface mount white metal conduit, surface mount white 
metal box, white Cat6 connector cover with two data plugs and labor to complete the 
installation from the IT cabinet to the locations as shown on the drawings.  It is the intent to 
run the wiring through the attic space and down from the ceiling along the walls to the box 
located off the floor at the same elevation as the receptacle boxes.  Actual locations will be 
field verified prior to installation. 
 
Item #4 = Furnish and Install LED Lights 
Payment for Item #4 shall be a cost per each unit to include the cost associated with 
replacing each light with an LED light, Lithonia Lighting residential flush mount LED Low 
Profile 15” square series FMLSDL 15 or approved equivalent, all necessary wiring, and all 
appurtenances and labor required for installation.   
 
Item #5 = Furnish and Install Light Switches 
Payment for Item #5 shall be a cost per each switch to include the cost associated with 
providing a new light switch wired to the new lights within the two closet areas (lights to be 
paid for under Item #4), 15 amp breaker, wire, and all appurtenances and labor required for 
installation. 
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CONCRETE SIDEWALK 

SCOPE OF WORK 
A.  Furnish and install all concrete sidewalk including work incidental thereto as shown on 

Drawings and specified. Work to include: 
Item #6 = Furnish and Install 6” Concrete Sidewalk 

 
MATERIALS 

A. Concrete shall have a 28 day compressive strength of a minimum 3,000psi. 
B. Steel reinforcing mesh shall be 6”x6” grid steel mesh. 

 

 
EXECUTION 

A. Excavate area to include removal of old sidewalk down 12” +/- to allow for 6” crushed 
gravel subbase to be installed and compacted prior to concrete placement. 

B. Steel reinforcing mesh shall be installed 2” off the ground with plastic chairs or similar. 
C. Form using stable forms to keep the concrete straight and true. Provide a minimum 

1/8”/ft and maximum 1/4”/ft cross slope away from the building. 
D. Expansion material shall be used against the building and at a maximum distance of 

20’ between sidewalk blocks.  
E. Sidewalk shall be scored or cut at every 5’ max to allow for cracking. 
F. Surface shall receive a light broom finish to aid in slip resistance. 
G. Protect surface from defects till hard. 
H. Contractor will be responsible for repairing any sod damage that occurs during this 

work. To include placing topsoil up against new sidewalk and seeding.  
 
INSPECTION AND ACCEPTANCE 

A. Inspection will be required at the following phases of construction: 
a. Excavation to subgrade 
b. Crushed gravel subbase 
c. Form work prior to pour 
d. During placement 

B. Only professional grade quality concrete sidewalk will be accepted and paid for.  Any 
blemishes, cracks, spalls, damage due to negligence of the contractor and/or others 
due to contractor’s lack of protection will be removed and replaced at the contractor’s 
expense. 

 
PAYMENT 

A. Payment will be on a square foot basis. Payment for this item will include all 
excavation, removal disposal of debris and old concrete, crushed gravel for subbase, 
concrete, wire mesh, expansion material, topsoil & seed, labor and all incidentals 
required to provide a 5’ wide finished concrete sidewalk flush with and from the 
existing driveway along the east side of the building as shown on the drawing. 
Sidewalk shall meet the doorways and be ADA compliant. 
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EXTERIOR METAL DOORS 

SCOPE OF WORK 
A.  Furnish and install all exterior metal doors including work incidental thereto as shown on 

Drawings and specified. Work to include: 
Item #7 = Furnish and Install Exterior Metal Doors 

 
MATERIALS 

A. Metal doors shall be fully insulated, pre-hung doors painted white, with automatic closers.  
B. ADA compliant door shall be nine light or similar with a flush ADA compliant threshold. 
C. High security door shall be solid without windows.  
D. All exterior doors shall be 36” wide with a minimum clear width of 32” with the door at 90 

degrees. 
E. ADA compliant door shall have a crash bar operator installed on the inside and ADA 

compliant lever handle on the exterior keyed to the County’s Best locking system. 
F. High Security door shall have lever handles with a dead bolt locking system keyed to the 

County’s Best locking system.  
G. Contractor shall submit shop drawings or similar cut sheets for approval prior to purchase and 

installation. 
 
EXECUTION 

A. Removal of existing doors shall be coordinated and scheduled with installation of new 
doors. 

B. Removal and installation shall occur on the same day. 
C. New doors shall be plumb, level and latch without effort. 
D. Installation shall include trim and caulking around door framing to provide a weather 

tight enclosure. 
 
INSPECTION AND ACCEPTANCE 
 A. Inspection will be required at the following phases of construction: 

a. Completed installation 
B. Only professional grade quality work will be accepted and paid for.  Any blemishes, 

dents, or damage due to negligence of the contractor and/or others due to 
contractor’s lack of protection will be removed and replaced at the contractor’s 
expense. 

 
PAYMENT 

A. Payment will be on a per unit basis. Payment for this item will include all removal and 
disposal of debris and old doors, new doors with handles and locks, labor and all 
incidentals required to provide a fully functional door assembly where shown on the 
drawings.  
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INTERIOR WOOD DOORS 

SCOPE OF WORK 
A.  Furnish and install all interior wood doors including work incidental thereto as shown on 

Drawings and specified. Work to include: 
Item #8 = Furnish and Install Interior Wood Doors 

 
MATERIALS 

A. Wood doors shall be solid wood, pre-hung doors painted white.  
B. High security door shall be supplied with lever handles with two way locking mechanisms 

keyed to the County’s Best locking system.  
C. All interior wood doors shall be 36” wide with a minimum clear width of 32” with the door at 90 

degrees. 
D. Non-high security doors shall be supplied with lever handles with single side push button 

locking mechanisms. 
E. Contractor shall submit shop drawings or similar cut sheets for approval prior to purchase and 

installation.  
 
EXECUTION 

A. Removal of existing doors shall be coordinated and scheduled with installation of new 
doors. 

B. New doors shall be plumb, level and latch without effort.  
C. Installation shall include trim around door frame. 

 
INSPECTION AND ACCEPTANCE 
 A. Inspection will be required at the following phases of construction: 

b. Completed installation 
B. Only professional grade quality work will be accepted and paid for.  Any blemishes, 

dents, or damage due to negligence of the contractor and/or others due to 
contractor’s lack of protection will be removed and replaced at the contractor’s 
expense. 

 
PAYMENT 
Payment will be on a per unit basis. Payment for this item will include all removal and disposal 
of debris and old doors, new doors with handles and locks, labor and all incidentals required to 
provide a fully functional door assembly where shown on the drawings. 
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INTERIOR WOOD BI-FOLD DOORS 

SCOPE OF WORK 
A.  Furnish and install all interior wood bi-fold doors including work incidental thereto as shown 

on Drawings and specified. Work to include: 
Item #9 = Furnish and Install Interior Wood Bi-Fold Doors 

 
MATERIALS 

A. Wood bi-fold doors shall be solid wood, pre-hung doors painted white.  
B. All interior wood bi-fold doors shall be 6’ wide supplied with handles. 
C. Contractor shall submit shop drawings or similar cut sheets for approval prior to purchase and 

installation. 
 
EXECUTION 

A. Installation shall be coordinated with completion of new walls. 
B. New doors shall be plumb, level and latch without effort.  
C. Installation shall include trim around door frame. 

 
INSPECTION AND ACCEPTANCE 
 A. Inspection will be required at the following phases of construction: 

a. Completed installation 
B. Only professional grade quality work will be accepted and paid for.  Any blemishes, 

dents, or damage due to negligence of the contractor and/or others due to 
contractor’s lack of protection will be removed and replaced at the contractor’s 
expense. 

 
PAYMENT 
Payment will be on a per unit basis. Payment for this item will include new doors with handles, 
labor and all incidentals required to provide a fully functional door assembly where shown on the 
drawings. 
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INTERIOR WALLS 

SCOPE OF WORK 
A.  Furnish and install all interior walls including work incidental thereto as shown on 

Drawings and specified. Work to include: 
Item #10 = Furnish and Install Interior Walls 

 
MATERIALS 

A. Walls shall be built using either 2x4 wood studs or 2x4 metal studs.  
B. Drywall shall be ½” gypsum board.  
C. Drywall shall be Mold Tough, moisture resistant when installed in bathrooms. 

 
EXECUTION 

A. New walls shall be plumb and fully secured to the adjacent walls, ceiling and floor.  
B. Drywall shall be installed on both sides of the new walls and finished using an 

appropriate tape and mud to a smooth finish. 
C. Once mud has dried and sanded smooth, contractor shall paint with a primer and 

paint color to be determined by owner. 
 
INSPECTION AND ACCEPTANCE 
 A. Inspection will be required at the following phases of construction: 

a. Completed installation 
B. Only professional grade quality work will be accepted and paid for.  Any blemishes, 

dents, or damage due to negligence of the contractor and/or others due to 
contractor’s lack of protection will be removed and replaced at the contractor’s 
expense. 

 
PAYMENT 
Payment will be on a per linear foot basis. Payment for this item will include all removal and 
disposal of debris, new walls fully finished, labor and all incidentals required to provide a fully 
installed wall assembly where shown on the drawings.  Note: stub wall in bathroom will be paid 
for as if it was a full height wall. Solid flat surface of stub wall shall be paid for as part of the per 
linear foot price of wall. 
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WINDOW SECURITY BARS 

SCOPE OF WORK 
A.  Furnish and install all window security bars including work incidental thereto as shown on 

Drawings and specified. Work to include: 
Item #11 = Furnish and Install Window Security Bars 

 
MATERIALS 

A. Security bars shall be made of steel with 6 bars minimum painted white.  Grisham PP-Spag 6-
Bar Window Guard in White or approved equal. 

B. Contractor shall submit shop drawings or similar cut sheets for approval prior to purchase and 
installation. 

 
EXECUTION 

A. Install per manufacturers recommended procedures on the inside of the windows. 
 
INSPECTION AND ACCEPTANCE 
 A. Inspection will be required at the following phases of construction: 

a. Completed installation 
B. Only professional grade quality work will be accepted and paid for.  Any blemishes, 

dents, or damage due to negligence of the contractor and/or others due to 
contractor’s lack of protection will be removed and replaced at the contractor’s 
expense. 

 
PAYMENT 
Payment will be on a per window basis. Payment for this item will include new security bars fully 
finished, labor and all incidentals required to provide a fully installed window security assembly 
where shown on the drawings. 
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VINYL FLOORING 

SCOPE OF WORK 
A.  Furnish and install all vinyl flooring including work incidental thereto as shown on 

Drawings and specified. Work to include: 
Item #12 = Furnish and Install Vinyl Flooring 

 
MATERIALS 

A. Vinyl sheet flooring shall be a minimum 20 mil wear layer. 
B. IVC Flex-Tech Pressure Sensitive Releasable Adhesive or approved similar. 
C. IVC Flex-Prim Acrylic Latex Primer or approved similar. 
D. Acrylic double faced tape. 
E. Color and pattern to be determined by owner. 

 

 
EXECUTION 

A. Remove existing flooring and all adhesive to bare, clean, smooth, flat and dry 
concrete. 

B. Fill all holes and cracks with latex fortified Portland cement based patching 
compound. 

C. Sand high spots. 
D. Prime floor using Acrylic Latex Primer.  
E. Install acrylic double faced tape at doorways and as directed by the manufacturer. 
F. Install per the manufacturer’s installation instructions. 
G. Seams will not be allowed.  

 
INSPECTION AND ACCEPTANCE 

A.  Inspection will be required at the following phases of construction: 
1. Prior to flooring installation. 
2. Completion 

 
B. Only professional grade quality flooring work will be accepted and paid for.  Any 

blemishes, cracks, spalls, damage due to negligence of the contractor and/or others 
due to contractor’s lack of protection will be removed and replaced at the contractor’s 
expense. 

 
PAYMENT 

B. Payment will be on a square foot basis. Payment for this item will include all flooring 
removal, disposal of debris, surface preparation, vinyl flooring, adhesive, labor and all 
incidentals required to provide a finished floor. 
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ADA COMPLIANT SINK 

SCOPE OF WORK 
A.  Furnish and install ADA compliant sink including work incidental thereto as shown on 

Drawings and specified. Work to include: 
Item #13 = Furnish and Install ADA Compliant Sink 

 
MATERIALS 

A. ADA Compliant Sink shall be wall mounted vitreous china made by American Standard barrier 
free Wheelchair Users Lavatory in white or approved equivalent. 

 
EXECUTION 

A. Install per manufacturers recommended procedures and current ADA Standards on 
the north wall of the bathroom as shown on the drawings. 

 
INSPECTION AND ACCEPTANCE 
 A. Inspection will be required at the following phases of construction: 

a. Completed installation 
B. Only professional grade quality work will be accepted and paid for.  Any blemishes, 

dents, or damage due to negligence of the contractor and/or others due to 
contractor’s lack of protection will be removed and replaced at the contractor’s 
expense. 

 
PAYMENT 
Payment will be on a per ADA sink basis. Payment for this item will include new sink fully 
finished, incidental code compliant piping and fittings, pipe covers/protectors, labor and all 
incidentals required to provide a fully installed ADA compliant sink assembly where shown on 
the drawings. 
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ADA COMPLIANT GRAB BARS 

SCOPE OF WORK 
A.  Furnish and install all ADA compliant grab bars including work incidental thereto as shown on 

Drawings and specified. Work to include: 
Item #14 = Furnish and Install ADA Compliant Grab Bars 

 
MATERIALS 

A. ADA Compliant Grab Bars shall be made of brushed stainless steel and sized to meet current 
New York State and Federal guidelines for grab bars in water closets. 1 ¼” min to 2” max. 
outside diameter. 

 
EXECUTION 

A. Install per manufacturers recommended procedures and current ADA Standards on 
the side and back walls. 

 
INSPECTION AND ACCEPTANCE 
 A. Inspection will be required at the following phases of construction: 

a. Completed installation 
B. Only professional grade quality work will be accepted and paid for.  Any blemishes, 

dents, or damage due to negligence of the contractor and/or others due to 
contractor’s lack of protection will be removed and replaced at the contractor’s 
expense. 

 
PAYMENT 
Payment will be on a per water closet basis. Payment for this item will include new grab bars 
(one on the back and one on the side) fully finished, labor and all incidentals required to provide 
a fully installed ADA compliant water closet grab bar assembly where shown on the drawings. 
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NEW ROOF 

SCOPE OF WORK 
A.  Furnish and install new roof including work incidental thereto as shown on Drawings 

and specified. Work to include: 
Item #15 = Furnish and Install New Roof 

 
MATERIALS 

A. Pre-engineered, stamped trusses shall be furnished and installed. Trusses shall be 
made of wood. 

B. Sheathing shall be ½” plywood minimum. 
C. Roofing underlayment shall be GCP Applied Technologies Ice and Water Shield Roll 

Roofing Underlayment in Black or approved equivalent. 
D. Shingles shall be charcoal colored 25-year minimum warranty 3-tab shingles. 
E. Ridge vent shall be GAF Cobra Snow Country 13-3/4” wide or approved equivalent.  

Ridge vent shall extend full length of ridge.    
F. Contractor shall submit shop drawings or similar cut sheets for approval prior to 

purchase and installation for all roofing materials. 
 
EXECUTION 

A. Remove and dispose of old shingles and underlayment from entire roof area.  
Contractor shall coordinate work to commence during dry weather. If inclement 
weather occurs while roof is unfinished the Contractor will be required to maintain a 
water proof layer at all times. Any damage that occurs while roof is in an unfinished 
state will be paid for by Contractor at Contractor’s expense. 

B. All sheathing from the ridge north shall be removed.  It is the intent to create a new 
roof at a single pitch from the existing ridge north to the north building line utilizing 
pre-engineered trusses and new ½” sheathing.  New overhang shall match existing 
overhang. 

C. Once new trusses and sheathing are installed, contractor shall install underlayment, 
starter strip shingles, 3-tab shingles, ridge vent, and ridge vent shingles according to 
manufacturer’s recommendations. 

D. Soffit and facia shall be installed where removed to match existing conditions.  
 
INSPECTION AND ACCEPTANCE 
 A. Inspection will be required at the following phases of construction: 

1. Truss installation prior to sheathing. 
2. Underlayment installation prior to shingles.  
3. Completed installation. 

B. Only professional grade quality work will be accepted and paid for.  Any blemishes, 
dents, or damage due to negligence of the contractor and/or others due to 
contractor’s lack of protection will be removed and replaced at the contractor’s 
expense. 

 
PAYMENT 
Payment will be on a lump sum basis. Payment for this item will include a new roof fully finished, 
labor and all incidentals required to provide a fully assembled roof over the entire building 
complete with appropriate trim, soffit, facia, etc.  
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REMOVE AND REINSTALL COUNTERTOP AND CABINETS 

SCOPE OF WORK 
A.  Remove and reinstall countertops and cabinets including work incidental thereto as shown on 

Drawings and specified. Work to include: 
Item #16 = Remove and Reinstall Countertop and Cabinets 

 
MATERIALS 

A. Use adequate material of adequate quantities to secure cabinets and countertop in its new 
location as shown on drawings. 

 
EXECUTION 

A. It is the intent of this item to move the cabinets and countertop along the east wall 
north approximately 31” to fill the gap left by removing the stove.  This work will allow 
for the installation of a wall as shown on the drawings. 

B. Care shall be taken when removing cabinets and countertop not to damage said 
materials and walls. 

C. Any damage to either the cabinets, countertop, or walls shall be repaired by the 
contractor at the contractor’s expense. 

 
INSPECTION AND ACCEPTANCE 
 A. Inspection will be required at the following phases of construction: 

a. Completed installation 
B. Only professional grade quality work will be accepted and paid for.  Any blemishes, 

dents, or damage due to negligence of the contractor and/or others due to 
contractor’s lack of protection will be removed and replaced at the contractor’s 
expense. 

 
PAYMENT 
Payment will be on a lump sum basis. Payment for this item will include removal and re-
installation of cabinets and countertops fully finished, labor and all incidentals required to 
provide a fully installed cabinet and countertop assembly where shown on the drawings. 
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Proposal 

 

THE UNDERSIGNED PROPOSES TO PROVIDE SAID SERVICES required by the County of 

Allegany as set forth in the enclosed bid.  The successful bidder shall be obligated to furnish 

said services as set forth in this bid.  The successful bidder shall be the person or corporation 

submitting the lowest bid meeting all specifications. 

 

Where a definite brand is specified, it is not intended that a definite quality level is established.  

The determination as to whether an alternate product is or is not equal shall be made by 

Allegany County. 

 

Sufficient information must be submitted with your bid to allow Allegany County to determine if 

the product is acceptable and meets the need of Allegany County.  Final determination shall be 

made by the County. 

 

 

____________________________________ 

Company Name 

 

____________________________________ 

Address 

 

____________________________________ 

City, State, Zip 

 

 

____________________________________ ______________________________________ 

Signed by      Title 

 

___________________________________ ______________________________________ 

Date       Email 

 

___________________________________ ______________________________________ 

Telephone Number     Fax Number 

 

YOU MUST COMPLETE AND RETURN THE BID PRICING FORM 

AT THE END OF THIS DOCUMENT 
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ALLEGANY COUNTY DEPARTMENT OF PUBLIC WORKS 

BID PROPOSAL FOR RENOVATIONS TO THE BOARD OF ELECTIONS 

May 30, 2019 

Item Quantity/Unit Unit price Total 

Item #1 = Furnish and Install Outlet 
Boxes with Receptacles 

 

26 / Ea 

     

/Ea 

 

 

Item #2 = Furnish and Install Emergency 
Exit Lights with Battery Back-up 

 

2 / Ea 

 

/Ea 

 

Item #3 = Outlet Boxes with IT Cat6 

Ethernet Connections  

 

14 / Ea 

 

/Ea 

 

Item #4 = Furnish and Install LED Lights 20 / Ea /Ea  

Item #5 = Furnish and Install Light 

Switches 

 

2 / Ea 

 

/Ea 

 

Item #6 = Furnish and Install 6” Concrete 

Sidewalk 

 

210 / sq. ft. 

 

/sq. ft. 

 

Item #7 = Furnish and Install Exterior 

Metal Doors 

 

4 / Ea 

 

/Ea 

 

Item #8 = Furnish and Install Interior 

Wood Doors 

 

3 / Ea 

 

/Ea 

 

Item #9 = Furnish and Install Interior 

Wood Bi-Fold Doors 

 

1 / Ea 

 

/Ea 

 

Item #10 = Furnish and Install Interior 

Walls 

 

42 / Linear Ft 

 

/Lin. Ft. 

 

Item #11 = Furnish and Install Window 

Security Bars 

 

2 / Ea 

 

/Ea 

 

Item #12 = Furnish and Install Vinyl 

Flooring 

 

80 / sq. ft. 

 

/sq. ft. 

 

Item #13 = Furnish and Install ADA Sink 1 / Ea / Ea  

Item #14 = Furnish and Install ADA 

Compliant Grab Bars 

 

Lump Sum 

 

Lump Sum 

 

Item #15 = Furnish and Install New Roof Lump Sum Lump Sum  

Item #16 = Remove and Reinstall 

Countertop and Cabinets 

 

Lump Sum 

 

Lump Sum 

 

Item #17 = Contingency Allowance 

(Required) 

 

Lump Sum 

 

$5,000.00 

 

$5,000.00 
    

  Total Bid =  

 

Total Dollar Amount Bid Written:           

Bidder: (Name and Mailing Address):          

               

By: (Signature):             



BOARD OF ELECTIONS RENOVATIONS 
 

Page 40 of 40 
 

ALLEGANY COUNTY DEPARTMENT OF PUBLIC WORKS 

BID PROPOSAL FOR RENOVATIONS TO THE BOARD OF ELECTIONS 

May 30, 2019 

 

 

 

(Printed Name):             

Telephone & Fax #s:            

Contact Name & Email Address:           

TIME OF COMPLETION 

 
1. Bidder agrees that the Work will be substantially complete and will be completed and ready for final 

payment in accordance with the General Conditions on or before the dates or within the number of 
calendar days indicated in the Agreement. 

2. Bidder accepts the provisions of the Agreement as to liquidated damages. 



 
 

NON-COLLUSIVE BIDDING CERTIFICATION 
  
 

By submission of this bid, each bidder and each person signing on behalf of 
any bidder certifies, and in the case of a joint bid, each party thereto certifies as 
to its own organization, under penalty of perjury, that to the best of knowledge 
and belief: 
 

1. The prices is this bid have been arrived at independently without collusion, 
consultation, communication or agreement, for the purpose of restricting 
competition, as to any matter relating to such prices with any other bidder 
or with any competitor; 

 
2. Unless otherwise required by law, the prices which have been quoted in 

this bid have not been knowingly disclosed by the bidder and will not 
knowingly be disclosed by the bidder prior to opening, directly or indirectly, 
to any other bidder or to any competitor; and 
 

3. No attempt has been made or will be made by the bidder to induce any 
other person, partnership or corporation to submit, a bid for the purpose of 
restricting competition. 
 
 

_______________________________ 
Name of Bidder 
 
_______________________________ 
Signature of Bidder 
 
_______________________________ 
Date 
 

 
Subscribed and sworn to before me 
This_____day of _________, 20___ 
 
 
____________________________ 
Notary Public 
 
 
Note:  If bidder is a corporation, the corporate name and title of officer signing 
must be stated. 

 



HOLD HARMLESS CLAUSE 

 

The agent shall at all times defend, indemnify and hold harmless the County of Allegany 

and its employees from any and all claims, damages or judgments or for the defense or 

payment thereof, based on any claim, action or cause of action whatsoever, including 

any action for libel, slander or personal injury, or any affiliated claims, by reason of any 

act or failure to properly act on the part of Agent and in particular as may arise from the 

performance under this contract.  Such obligation to the County shall not be construed 

to negate, abridge or reduce other rights of indemnity which would otherwise exist.  This 

provision shall supersede any other provision in this Agreement deemed to be in 

conflict, unless specifically stated otherwise.  In the event of an injury by the 

subcontractor or its employees, they shall cause notice to be served upon the County 

within twenty-four (24) hours of any such injury. 

 

 

 

PLEASE PRINT OR TYPE:  

Company Name: _____________________________________________________ 

Company Address: ___________________________________________________ 

Name: ____________________________________  Title: ____________________ 

Signature: _________________________________  Date: ____________________ 

Telephone No: ______________________  Fax No: _________________________ 

Federal Employee ID#_________________________________________ 

Bid Name:____________________________________________________________ 

 

 



IRANIAN ENERGY SECTOR DIVESTMENT 

1. Contractor/proposer hereby represents that said contractor/proposer is in compliance 
with New York State General Municipal Law Section 103-g entitled “Iranian Energy 
Sector Divestment”, in that said contractor/proposer has not 

 
a. Provided goods or services of $20 million or more in the energy sector of Iran 

including but not limited to the provision of oil or liquefied natural gas tankers or 
products used to construct or maintain pipelines used to transport oil or liquefied 
natural gas for the energy sector of Iran; or 
 

b. Acted as a financial institution and extended $20 million or more in credit to 
another person for forty-five (45) days or more, if that person’s intent was to use 
the credit to provide goods or services in the energy sector in Iran. 

 

2. Any contractor/proposer who has undertaken any of the above and it identified on a list 
created pursuant to Section 165-a (3) (b) of the New York State Finance Law as a 
person engaging in investment activities in Iran, shall not be deemed a responsible 
bidder pursuant to Section 103 of the New York State General Municipal Law. 

 
3. Except as otherwise specifically provided herein, every contractor/proposer submitting a 

bid/proposal in response to this request for bids/request for proposals must certify and 
affirm the following under penalties of perjury: 
 

a. “By submission of this bid, each bidder and each person signing on behalf of any 
bidder certifies and in the case of a joint bid, each party thereto certifies as to its 
own organization, under penalty of perjury, that to the best of its knowledge and 
belief, that each bidder is not on the list created pursuant to NYS Finance Law 
Section 165-a (3) (b).” 

 
Allegany County will accept this statement electronically in accordance with the 
provisions of Section 103 of the General Municipal Law. 
 

4. Except as otherwise specifically provided herein, any bid/proposal that is submitted 
without having complied with subdivision (a) above, shall not be considered for award.  
In any case where the bidder/proposer shall so state and shall furnish with the bid a 
signed statement setting forth in detail the reasons therefore.  The County reserves its 
rights in accordance with General Municipal Law Section 103-g to award the 
bid/proposal to any bidder/proposer who cannot make the certification, on a case-by-
case basis under the following circumstances: 

 
a. The investment activities in Iran were made before April 12, 2012, the investment 

activities in Iran have not been expanded or renewed after April 12, 2012 and the 
bidder/proposer has adopted, publicized and is implementing a formal plan to 
cease the investment activities in Iran and to refrain from engaging in any new 
investments in Iran; or 
 

b. The County of Allegany has made a determination that the goods or services are 
necessary for the County to perform its functions and that, absent such an 
exemption, the County of Allegany would be unable to obtain the goods or 



services for which the bid/proposal is offered.  Such determination shall be made 
by the County in writing and shall be a public document. 

 
 
______________________________ ________________________________ 
Signature     Title 
 
______________________________ ________________________________ 
Company Name    Date 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
State of New York) 
County of Allegany) ss: 
 
On the _________day of ____________________in the year ____________before me, 
the undersigned, personally appeared_______________________________________, 
personally known to me or proved to me on the basis on satisfactory evidence to be the 
individual(s) whose name(s) is (are) subscribed to the within instrument and 
acknowledged to me that he/she/they executed the same in his /her/their capacity (ies) 
and that by his/her/their signature(s) on the instrument, the individual(s) or the person 
upon behalf of which the individual (s) acted, executed as instrument. 
 
___________________________________ 
Notary Public  

 

 

 

 



  

ALLEGANY COUNTY STANDARD INSURANCE REQUIREMENTS 
 

 Insurance shall be procured and certificates of Insurance delivered to the County Attorney’s Office, the County department 
responsible for the agreement, and the Clerk of the County Board of Legislators prior to commencement of work or delivery of 
merchandise or equipment.  The Certificates of Insurance shall be made to the County of Allegany, County Office Building, 7 Court Street, 
Belmont, New York 14813 must comply with all coverage specifications of the contract; and must be executed by an insurance company 
and/or agency or broker licensed by the Insurance Department of the State of New York.  The “ACORD” form certificate may be used, 
provided the following two additions are added to the form verbatim: 
 

A. ACKNOWLEDGMENT:  The insurance companies providing these coverages acknowledge that the named insured is 
entering into a contract with Allegany County in which the named insured agrees to defend, hold harmless, and indemnify the 
County, its officials, employees and agents against all claims resulting from work performed, material handled and services 
rendered.  The contractual liability coverage evidenced above covers the liability assumed under the County-Contractor 
agreement. 
 
B. Prior to non-renewal or cancellation of these policies, at least thirty (30) days advance written notice shall be given to 
Allegany County Attorney’s Office and the County Department requesting this certificate before such change shall be effective, 
except that five (5) days advance written notice shall be sufficient for Certificates from the State Worker’s Compensation Fund. 
 

MINIMUM COVERAGE LIMITS ARE AS FOLLOWS: 

 
        Policy Construction and             

Maintenance 
 

Professional 
Services 

Property Leased 
to Others or Use 
of Facilities or 
Grounds 

Concessionaires 
Services 

Livery Services All Purposes 
Public Entity 
Contracts 

Comp. Gen. Liab* $1,000,000 CSL $1,000,000 CSL $1,000,000 CSL $1,000,000 CSL $1,000,000 CSL $1,000,000 CSL 

Prem. & Ops. INCLUDE INCLUDE INCLUDE INCLUDE INCLUDE INCLUDE 

Prods/Compl Ops INCLUDE INCLUDE INCLUDE INCLUDE INCLUDE INCLUDE 

Independent Cont INCLUDE INCLUDE INCLUDE INCLUDE INCLUDE INCLUDE 

Contractual INCLUDE INCLUDE INCLUDE INCLUDE INCLUDE INCLUDE 

Broad Form P.D. INCLUDE      

X.C.U INCLUDE      

Personal Injury  INCLUDE INCLUDE INCLUDE INCLUDE INCLUDE 

Liquor Law   INCLUDE    

Host Liquor      INCLUDE 

       

Auto Liability $1,000,000 CSL $1,000,000 CSL $1,000,000 CSL $1,000,000 CSL $1,000,000 CSL $1,000,000 CSL 

Owned INCLUDE INCLUDE INCLUDE INCLUDE INCLUDE INCLUDE 

Hired INCLUDE INCLUDE INCLUDE INCLUDE INCLUDE INCLUDE 

Non-owned INCLUDE INCLUDE INCLUDE INCLUDE INCLUDE INCLUDE 

       

Excess Umbrella 
Liability * 

$2,000,000 $2,000,000 $2,000,000 $2,000,000 $2,000,000 $2,000,000 

       

Worker’s 
Compensation & 
Employers 
Liability 

STATUTORY STATUTORY STATUTORY STATUTORY STATUTORY  

Disability 
Benefits 

STATUTORY STATUTORY STATUTORY STATUTORY STATUTORY  

       

Professional 
Liab. 

 $1,000,000     

    
Allegany County shall be named as additional named insured on all policies for purposes of coverage but not the payment of premium. 
 
*The comprehensive general liability can be met by one or more policies or in combination with an excess umbrella liability policy.  No 
umbrella policy is required if underlying coverage is at least $2,000,000. 
 
Bid specifications or particular contracts, leases or agreements may require alternative coverage and limits, which must be evidenced on  
the certificate in lieu of the coverages specified above. 
 
The expiration date for any claims made policy must be at least ninety (90) days after the expiration of the contract for services or final 
delivery of any products. 
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